FANTECH JETSTREAM SYSTEM

FEATURES

The Fantech JetStream Systems feature a duct mounted
centrifugal in-line fan that has been developed to optimise airflow
while generating minimal noise. The slim-line design enables use
where space is limited such as apartments, hotels and homes.
The Fantech JetStream System is available in two models:

¢ JCE152-3 3-speed fan with integrated 3-speed switch.
e JCE152-1 Single speed 2 pole fan.
Both models also include the unique Smooth Flow Backdraft
Damper, the simple to use Snap-Fit Mounting Bracket and 3-pin
plug and lead.

Construction
Robust low profile engineering plastic housing.
Backward curved centrifugal impeller.

Motors

Type - external rotor, squirrel cage induction motor.

Electrical supply - 220 - 240V, single phase, 50Hz.

Bearings - sealed-for-life ball.

Maximum ambient temperature - 50°C.

Speed-controllable using electronic controller - JCE152-1 only.
Motor protection - IP44.

See pages N-2/3 for details of these motors.

Internal Thermal Protection
Manual reset thermal overload protection device, which is a
mandatory requirement for in-duct fans in AS/NZS60335-2-80:2004

Testing
Air flow tests to AS 1ISO5801
Noise tests to BS848:Part 2, 1985

Certificate of Conformity
This product has been tested and approved to the following
safety standards:-
* AS/NZS60335-1:2002 - Household and similar electrical
appliances - Safety. Part 1: General requirements.
* AS/NZS60335-2-80:2004 - Household and similar electrical
appliances - Safety. Part 2-80: Particular requirements for fans

SUGGESTED SPECIFICATION

In-line fans shall be of the Fantech JetStream System type as
designed and manufactured by Fantech Pty Ltd.

All models shall be fully tested to ISO5801:1997 for air flow and
BS848:Part 2, 1985 for noise.

All models shall have a certificate of conformity to demonstrate
conformance to AS/NZS60335 Parts 1 & 2-80 for safety.

All models must have manual reset thermal overload protection
to conform with AS/NZS60335-2-80:2004.
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SPECIAL FEATURES

Smooth Flow Backdraft Damper
Supplied fitted to the fan, the Smooth Flow
Backdraft Damper has a patented design
and superb performance characteristics. eg.
at 0.08 to 0.1 m3/sec the pressure loss is
approximately 25Pa lower than conventional
spring loaded backdraft dampers.

The performance curves shown for the
JetStream Fan System include the losses generated by the
Smooth Flow Damper.

Snap-Fit Mounting Bracket

Mounting the fan is made easy with this simple bracket. The
Snap-Fit mounting bracket can be easily installed beforehand
and the fan clipped into position
when ready. 3 holes are
provided for 1 or 2 point
mounting.

The Snap-Fit mounting bracket incorporates
rubber grommets and a spring design that provides the
necessary vibration isolation for the fan - no other means of
vibration isolation is required resulting in substantial cost

savings.

3-Speed Switch

The integrated 3-speed switch (JCE152-3
model only) is ideal for airflow adjustment at
the time of commissioning.

HOW TO ORDER

[uc J[e][s J2]-[]

JC - JetStream Centrifugal
E -1 phase
Connecting spigot dia, cm

Max. fan speed, no. of poles

3 - 3-speed fan with switch |
1 - Single speed 2 pole fan |

DUCT MOUNTED FANS B-8a



FANTECH JETSTREAM SYSTEM

ANCILLARY EQUIPMENT

DA - Duct adaptor
(to suit @100mm DWV pipe) Ref. H-3

FC - Fast clamp

Ref. J-5

Shutters & Louvres Plug-In Run-on Timer Hard Wired Adjustable
Ref. K-1 and Speed Controller* Run-on Timer
RCG150 - Ceiling Grille Flexible Duct

* Speed Controller suitable for JCE152-1 only

TECHNICAL DATA

Model Fan Avg. Max.

Number Speed Speed dB(A) JCE.. 1ph. Amb

JCE... Setting rev/sec @ 3m Watts Amps °C

152-1 High 41 47 70 0.30 50
High 41 47 65 029 50

152-3 Mid 32 38 50 0.25 50
Low 21 29 43 0.22 50

NOISE DATA

Model In-duct Sound Power Levels*

Number  Speed L, dB re 1pW

JCE... Setting 125 250 500 1k 2k 4k 8k

152-1 High 59 57 59 64 63 56 46
High 59 57 59 64 63 56 46

152-3 Mid 50 54 52 54 55 46 36
Low 48 46 42 44 46 31 17

* The In-duct Sound Power Levels shown are for the Inlet Side of unit.

DIMENSIONS

Airflow

P
=IP=

513

235
210

147

B-8b DUCT MOUNTED FANS

© FANTECH

Revised 10/06

BRO-INSJETSTREAM




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /SyntheticBoldness 1.00
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /ENU (Use these settings to create PDF documents with higher image resolution for high quality pre-press printing. The PDF documents can be opened with Acrobat and Reader 5.0 and later. These settings require font embedding.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308030d730ea30d730ec30b9537052377528306e00200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /FRA <>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


